
Corning fiber building terminal (FBT) is intended for build-
ing entrance applications. The unit has been designed for 
either preconnectorized cables, field installation of con-
nectors or field splicing of pigtails. 
 
The FBT accepts up to 48 fibers equipped with a variety 
of industry-standard connectors. It may also be factory-
stubbed with either indoor riser-rated or outside plant ca-
ble. The rugged construction of the FBT allows cable en-
tries from either top or bottom and has cable entry ports 
sized for “liquid-tight” connectors or conduit fittings. The 
unit has a grommeted outer door and a protective inner 
door for the splicing and cable area. Fiber management 
is addressed utilizing unique fiber management rings and 
bend-radius control mechanisms. 
 
The unit is shipped fully equipped with cable strain-relief 
hardware, bonding and grounding kits and jumper tie-off 
brackets.
 

Features and Benefits
Rugged construction for wall-mount applications

48-fiber capacity from up to eight 6-fiber panels

Compatible with LDC panels

Various connector types available

Excellent fiber management and bend-radius control

Can hold up to eight reduced-length splice trays for field 
splicing of pigtails

Specifications

General Specifications
Product Type Wall-Mountable Hardware

Mounting Type Wall-Mountable

Application Customer premises environments, Carrier Networks

Design - Hardware
Housing Type FBT

Number of Panels per Housing 8

Fiber Building Terminal (FBT)
Holds (8) 6 F LDC (LGX® Compatible) connector panels (ordered 
separately)

Product Specification FBT-048_NAFTA_AEN
Page 1 | Revision date 2016-04-08 



Design - Hardware
Panel or Module Type LDC

Splice Tray Options Up to (8) splice trays (category 2R)

Mechanical Characteristics
Dimensions (HxWxD) 28 cm x 43 cm x 15.5 cm  (11 in x 17 in x 6.12 in)

Ordering Information
Part Number FBT-048

Product Description Fiber Building Terminal (FBT), holds (8) 6 F LDC (LGX® 
Compatible) connector panels (ordered separately)

EAN Code 4056418200477

Shipping Information
Units per Delivery 1/1

Shipping Weight 5.4 kg  (12 lb)

Package Contents
Fiber Building Terminal (FBT), holds four 6 F LDC (LGX® 
Compatible) Connector Panels (ordered separately), ships 
with mounting template, mounting screws and UCC clamp
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